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(57) Abstract: The invention relates to a multi-stage transmission provided with an input shaft (3), which is connected to a shiftable 
front-mounted planet gear set (10), with an output shaft (4), which is connected to a shiftable main planet gear set (20), and with a 
number of shifting elements (A to F) whose selective closing enables the shifting of at least six forward speeds without range shift 

^ An output element of the front-mounted planet gear set (10) can be connected to a first input element of the main planet gear set (20) 
via a first shifting element (A) and can be connected to a second input element of the main planet gear set (20) via a second shifting 

If) element (B). The input shaft (3) can be connected to a third input element of the main planet gear set (20) via a fifth shifting element 
(E). Preferably, a sun gear (11) of the front-mounted planet gear set (10) can be fixed via a sixth shifting element (F) mounted on 
the side of the front-mounted planet gear set (10) facing away from the main planet gear set (20). The front-mounted planet gear set 

^ (10) is provided in the form of a Plus gearing having inner and outer planet gears (12, 13) whose webs (15, 16) are interconnected. 

(57) Zusammenfassung: Die Erfindung betrifft ein Mehrstufengetriebe, mit einer Antriebswelle (3), die mit einem schaltbaren 
O Vorschalt-Planetenradsatz (10) verbunden ist, mit einer Abtriebswelle (4), die mit einem schaltbaren Haupt-Planetenradsatz (20) 

Overbunden ist, sowie mit mehreren Schaltelementen (A bis F), durch deren selektives Schliessen mindestens sechs Vorwartsgange 
ohne Gruppenschaltung schaltbar sind. Ein Ausgangselement des Vorschalt-Planetenradsatzes (10) ist iiber ein erstes Schaltelement 

1^ [Fortsetzung auf der nachsten Seite] 
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(A) mit einem ersten Eingangselement des Haupt-Planetenradsatzes (20) und iiberein zweites Schaltelement (B) mit einem zweiten 
Eingangselement des Haupt-Planetenradsatatzes (20) verbindbar. Die Antriebswelle (3) ist iiber ein fiinftes Schaltelement (E) mit 
einem dritten Eingangselement des Haupt-Planetenradsatzes (20) verbindbar. Vorzugsweise ein Sonnenrad (1 1) des \brscha It-Plan- 
ctenradsatzes (10) ist iiber cin auf der dem Haupt-Planetenradsatz (20) abgewandten Seite des Vorschalt-Planetenradsatzes (10) 
angeordnetes sechstes Schaltelement (F) feststzbar. Der Vorschalt-Planetenradsatz (10) ist als Plus-Getriebe ausgebildet mit inneren 
und ausseren Planetenradem (12, 13), deren Stege (15, 16) miteinander verbunden sind. 



